
Sealed Blok® SRL's
Product information

Sealed Blok, for heavy environments.
Sealed design meets IP68 sealed rating.

Steel cable in stainless or galvanized. Please specify.

Extra features for safety / comfort / lower cost of ownership:

Fall impact indicator on karabiner.
Swivel prevents cable from too much twist.
Cable replacement, on location, without opening block.

Material: Housing: Aluminium
Marking: According to standard
Standard: EN 360



Length
m

Type Karabiner Max. user weight 
kg

Block weight 
kg

4.5 3,400,830 16 kN gate rated double action steel snap hook, with swivel 140 5,5

4.5 3,400,828 16 kN gate rated double action steel snap hook, with swivel 140 5,5

9 3,400,803 16 kN gate rated double action steel snap hook, with swivel 140 9

9 3,400,805 16 kN gate rated double action steel snap hook, with swivel 140 9

15 3,400,950 16 kN gate rated double action steel snap hook, with swivel 140 14,5

15 3,400,951 16 kN gate rated double action steel snap hook, with swivel 140 14,5

25 3,400,866 16 kN gate rated double action steel snap hook, with swivel 140 20

25 3,400,867 16 kN gate rated double action steel snap hook, with swivel 140 20

40 3,400,972 16 kN gate rated double action steel snap hook, with swivel 140 27

40 3,400,971 16 kN gate rated double action steel snap hook, with swivel 140 27

53 3,400,658 16 kN gate rated double action steel snap hook, with swivel 140 56,5

53 3,400,656 16 kN gate rated double action steel snap hook, with swivel 140 56,5
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