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Battery Drill Winch DW1000 Painted

. . The worm gear winch can be operated both manually and with a cordless drill. A
Informations du produit . . . .
user-friendly winch and often used as a back-up system. If there is a power failure
9

and you want to move a heavy load quickly and effectively, the use of a battery-
powered drill offers a solution. The winch is equipped with automatic grease
lubrication and a special flexible adaptor to absorb the vibrations of the drilling
machine and keep the winch in good condition.

¢ |oad pressure brake with double ratchet system for safe stable hold of the load in
any position

e cable outlet upwards, downwards or at rear

e protection classification IP54

e automatic grease system for the worm gearing

e adjustable crank
e drill and hand operated

e suitable for wall and (optional) floor mounting

1 layer of paint

Options:

e zinc-plated finish 6 - 8 micron (EV)

e 2 layers of paint (2L)

e grooved drum (GD)

e 2 drum compartment (2D) or multiple up to 8 (XD)

suitable for floor mounting (FM) En savoir plus
VoIr plu

Marquage: Selon la norme, Marqué CE
Norme: EN 13157

Coefficient de sécurité: 4:1

www.mennensbelgium.

© Juillet 2026 - Tous droits réservés be



https://www.mennensbelgium.be/fr/produits/materiel-de-levage/treuils/treuil-de-forage/battery-drill-winch-dw1000-painted-p6839752
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Dessin technique

Données techniques

Code CMU Dia. de cable Capacité cable Capacité 1ére couche Capacité couche supérieure Vitesse de levage Poids
tonne(s) mm m kg kg m/min. (kg)
DW1000 1 8 73 1000 527 0,5 39
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